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ADDENDUM 
 
 
Date:  28 February 2006 
 
To:   Contractors 
 
From:  Darrell Hunting, DFCM – Project Manager 
 
Reference:  Utah National Guard – Ogden Armory  
   Roofing, Mechanical, Electrical, and Window Improvements 

DFCM Project No. 05040470 
 

 
Subject:  Addendum No. 1 
 
Pages  Cover Page     1 page 

Addendum     5 page 
  Addendum drawings    5 pages 
   
  Total    11 pages 
 
 
Note: This Addendum shall be included as part of the Contract Documents.  
Items in this Addendum apply to all drawings and specification sections whether 
referenced or not involving the portion of the work added, deleted, modified, or 
otherwise addressed in the Addendum.  Acknowledge receipt of this Addendum 
in the space provided on the Bid Form.  Failure to do so may subject the Bidder 
to disqualification. 
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Addendum Number 1 
27 February, 2006 

 
 
 
 

Information contained within this addendum modifies project drawings and specifications 
previously issued and becomes a part of the contract documents.  Acknowledge receipt of this 

addendum in your bid proposal. 
 
 
 
 

Index to Addendum Number 1 
 
 

Cover Page 
Architectural Page 1 of 2 
Architectural Page 2 of 2 
Mechanical Page 1 of 1 
Electrical Page 1 of 1 

Electrical Sheets of Construction Documents: E-101, E-102, E-103, E-104 and E-601. 
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Clarifications and Modifications 
 

1. Bulletproof glass will not be required in any of the new window or door systems. 
 
2. The exterior and interior Entry Lobby door and window system will be replaced with new 

storefront window framing and doors (along with all of the existing window systems).  
This new system will be 2” x 4” aluminum storefront as per construction documents.  The 
exterior doors shall have 1” insulated glazing and the interior doors shall have ¼” glazing.  
All glazing in the doors and sidelight windows shall be clear, tempered.  Glazing in the 
transom shall not be tempered.  
The Entry Lobby interior and exterior door/window framing shall be configured as per the 
existing door/window system with the exception that there shall be no framing member 
between the door panels.  Doors shall be installed in the exterior and interior Entry Lobby 
window framing. 
The contractor shall be responsible for: 

a. Field verifying the existing conditions and dimensions. 
b. Furnishing and installing all accessories and trim for a complete installation. 
c. Repairing and painting any damage that occurs during removal and installation of 

window system. 
d. The building shall be secured if the doors cannot be installed in one day.  This 

may be done by the sequence of interior and exterior door/window system or 
temporary wall at exterior wall. 

e. Removal and disposal of existing window system and glazing. 
 
Door Specifications: 
A. MATERIALS 

 
1. Materials shall be 6063-T5 alloy and temper (ASTM B221 alloy 

G.S. 10A-T5).  Fasteners, where exposed, shall be aluminum, 
stainless steel or zinc plated steel in accordance with ASTM A 
164.  Perimeter anchors shall be aluminum.  Glazing gaskets 
shall be EPDM elastomeric extrusions or vinyl reinforced with 
fiberglass cord to prevent stretching. 

 
2. Jambs and major portions of doors shall have minimum wall 

thickness of .188”. 
 

3. Face dimensions of door components shall be 3-1/2” for vertical 
stiles, 3-3/16” for top rail and 10” (plus ½” for glass stops) for 
bottom rail.  Frame sections shall be tubular members and shall 
provide for flush glazing of sidelites and transom areas. 

 
4. Applied stops shall be allowed at header bar only. 

 
5. Overall dimension of framing members shall be 2” x 4-1/2” to 

accommodate 1” glass. 
 

6. Frames for offset doors shall feature snap-in door stops with 
continuous weatherstripping. 

 
7. Screws, nuts, washers, bolts, rivets and other fastening devices, 

shall be aluminum, stainless steel or other non-corrosive 
materials. 

 
B. DOOR CONSTRUCTON 
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Door stiles and rails shall be tubular sections, sections, accurately joined at 
corners with heavy concealed reinforced brackets secured with bolts and 
screws, and shall be MIG welded.  Doors shall have snap-in stops with 
bulb glazing gasket both sides of glass.  No exposed screws shall be 
permitted.  Each door leaf shall be equipped with an adjusting mechanism, 
located in the top rail near the lock stile, which provides for minor clearance 
adjustments after installation.  Door bottom rail shall receive a concealed 
weatherstripping insert. 
 

C. HARDWARE 
 

Hardware for aluminum door and door frame shall be the entrance manufacturers 
standard.  Coordinate and install all portions of the existing security entry system. 

 
1. 1 ½ pair butt hinges per door leaf. 
2. Key lock/cylinder per door leaf. 
3. LCN 4041 closer per door leaf. 
4. Push/pull per door leaf. 
5. Von Duprin panic hardware 98NL-OP per door leaf. 

 
3. Existing roof drains are to removed and replaced with new roof drains. 
 
4. The roof edge flashing details in the construction documents indicate that the lower 

portion of the prefinished metal is to remain. 
The contractor is to replace all the metal on the fascia (the lower section and the cover  
clip).  The fascia metal is to be prefinished metal.  The prefinished metal finish for  
the fascia, equipment screen and aluminum storefront window system may not be same  
finish. 
 

5. See attached mechanical and electrical addendum. 
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Mechanical Addendum #1 

  
To: Dan DeZotell Telephone: 801-355-8684 
Company: Harold Woodruff Architect Fax: 801-359-3780 
 223 East 800 South   
 Salt Lake City, Utah 84111 Copies to:  
    
From: Ken Ekenstam Telephone:  801-401-8480 
Job: Ogden Armory Roofing 

Improvements 
Toll Free: 800-678-7077 

Re: Mechanical Addendum Fax: 801-401-9480 
Job Number: 20050433 E-mail: kde@spectrum-engineers.com 
Date: February 27, 2006 Page: 1    of    1 
 
 
DRAWINGS 
 
SHEET M-101 
 

1. Replace existing door grille in exercise room with new 26” x 24” Price model STG-1 door grille. 
The exercise room is located at the same location as exhaust fan EF-1. 

 
SHEET M-410 
 

1. Refer to Rooftop Unit Schedule: Delete note 5. 
2. Refer to Exhaust Fan Schedule: The exhaust fan horsepower is ¼. 

 
Spectrum Engineers 

 
Mechanical Engineering ♦ Electrical Engineering ♦ Technology Design ♦ Lighting Design ♦ Theater Design 

Acoustical Engineering ♦ Building Commissioning ♦ Power Engineering 
 

175 South Main Street, Suite 300, Salt Lake City, Utah 84111 
801-328-5151  ♦ 800-678-7077 ♦ FAX 801-328-5155 

www.spectrum-engineers.com  
 



OGDEN ARMORY ROOFING IMPROVEMENTS

DFCM PROJECT NO. 05040470

February 24, 2005

ELECTRICAL ADDENDUM ITEMS

1. Change Overhead Electrical Service to Underground Electrical Service.

A. Change Overhead Electrical Service to Underground Electrical Service as shown on Electrical
Drawings, Revision No. 1.  

B. Work for underground electrical service includes, but is not limited to, the following:

1) New underground conduit from existing power pole to new pad mounted transformer.

2) New precast concrete vault with precast concrete lid.

3) New separately mounted current transformer cabinet, meter base, and main breaker.

4) New underground secondary conduit and conductors as indicated on drawings.

5) Sawcut, remove, and replace existing asphalt paving and concrete slabs necessary to install
new underground electrical service.

6) Installation of new underground electrical service in accordance with Utah Power Electrical
Service Requirements Manual dated August 2005.

7) Coordination with Utah Power for installation of new electrical service in a timely manner. 
Utah Power Work Order Number and contact information will be furnished to the contractor
after the contract is awarded.  Contractors are not to contact Utah Power during bidding.

C. Delete references to Overhead Electrical Service in Specification Section 16400, Paragraph 2.2. 
Provide underground electrical service indicated on Electrical Drawings, Revision No. 1.

D. Delete references to Metering Switchboard in Specification Section 16400, Paragraph 2.3, and
Section 16470 Paragraph 2.2.  Provide separate metering cabinet, meter base, and main breaker
indicated on Electrical Drawings, Revision No. 1.

E. Utah Power costs for installation of new underground electrical service will be paid by the Owner
directly to Utah Power and is not included in the contract.

2. Change Conduit Routing to Rooftop AC Units RTU-1 and RTU-2.

A. Change conduit routing to Rooftop AC Unit RTU-1 and RTU-2 to avoid installation of exposed
conduit in the Main Entry Vestibule.  See First Floor Electrical Plan, Sheet E-102, Revision No. 1.

3. Add Switch for New Exhaust Fan EF-1.

A. Provide single pole switch in Exercise Room to control new Exhaust Fan EF-1.  See Second Floor
Electrical Plan, Sheet E-103, Revision No. 1.

4. Attachments:  

A. Sheets E-101, E-102, E-103, E-104 and E-601, Revision No. 1 dated Feb. 24, 2006.

END OF ELECTRICAL ADDENDUM ITEMS
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